DeKalb County

GEORGIA

DeKalb County Purchasing & Contracting Department
1300 Commerce Drive, Second Floor
Decatur, Georgia 30030

September 21, 20200

Request for Quotation No. 20-300173

DeKalb County is requesting a quotation for the following:

20 TON TANDEM AXLE TRAILER

Forms:
Bidder must complete and return the requested Minimum Specifications, quote form and contact information
to DeKalb County Government at tgarmon@dekalbcountyga.gov.

Quotes are Due:
By close of business on September 30, 2020 via email to tgarmon@dekalbcountyga.gov.

Sincerely,

Ay

Tammy She(zv, Senior Procurement Agent, CPP
Department of Purchasing and Contracting

Enclosure:
Attachment: Minimum Specifications and Notes to Supplier (pages 2-6)
Attachment: B -Quote Form (Page 7)
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SPECIFICATIONS FOR 20-TON TAG TRAILER,
ABS AIR BRAKES, TANDEM AXLE, DUAL WHEELS AND SPRING SUSPENSION,
COMPLETE AND READY FOR OPERATION

Trailer must comply with Federal and States laws and regulations, as applicable on date of delivery
concerning automotive equipment and conditions and will be complete with standard equipment and all extra
equipment as specified. Bidder will fill in the following information as applicable to vehicle offered.

MINIMUM REQUIREMENTS

BIDDER STATE

Yes/No

I.  GENERAL
A. Frame Work:
1. Material — Shall be first line hi-tensile strength steel.

2 . Shall have 12 inch x 26 Ib/ft channel main frame SM of 34 and
YS of 50,000 PSI
3. Shall have 8 inch x 11.5 Ib/ft channel side rail
4 . Cross members shall be on 19 inch centers pierced thru main
frame
a. 6 inch x 8.2 Ib/ft channel
b. 5 inch x 6.7 1b/ft channel
5. Shall have 10 inch channel header at front of deck

B. Deck:
1. Type — Shall be level deck using lengthwise mounted 2 inch

dressed oak except over the wheels

. Loaded deck — Shall be 32 inches maximum

. Deck Length — Shall be 19 feet

. Beaver Tail Length — Shall be 5 feet

. Shall have Beaver Tail Outer 24” Steel with 3 1b x-metal for
traction.

. Deck Width — Shall be 96 inches

7. Shall have 2 x 2 Steel plate for bucket rest at rear, center of

trailer deck

8. Rear ramps — Shall Fold over with Bi-Directional Spring Assist
20 x 60~

O W N

N

C. Tongue:
1. Length — Shall be 72 inches long
2 . Hitch — Shall have 3-inch eye, Holland DB-1250-15 with

positions at 25, 27, and 29 inches
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MINIMUM REQUIREMENTS

BIDDER STATE

Yes/No
Jack —shall be 25,000 Ib. JOST 2 speed with right hand
extended side crank and swivel foot located on centerline of
trailer and against center tongue cross member.

. Shall have Safety Chains and Safety Sling Hooks — Y4-inch

system 8§ alloy steel with 12,000 Ibs. capacity

. Shall have Tongue Box — Floor area between deck and jack

with 7 1b grating or 1/8” plate with drain holes.

Stake Pockets, Rub Rail and winch straps:

1.

5.

Shall have stake pockets welded to side of bed centered ever 24
inches throughout length of trailer on both sides. This includes
the beavertail.

. Shall have a rub rail, welded to the outside of stack pockets

throughout the length of trailer including the dove tail.

. Shall have a total of 8 sliding winch strap brackets that mount in

a C-channel winch track, underneath flooring. These straps shall
accommodate a 30-foot-long, 4-inch-wide strap. The brackets
and straps are to be rated at a minimum of 5,500 Ibs each.

. Shall have Two (2) winch strap brackets welded underneath

floor of beavertail. One offset to other side of beavertail. These
too shall accommodate Two (2) 30-foot-long, 4-inch-wide strap.
These brackets and straps are to be rated at a minimum of 5,500
Ibs.

Shall have a winch tightening bar to come with trailer.

Running Gear:

1
2 5

3w

4.
5.

Shall be 45,000 Ib. capacity

Shall have Spring hanger brackets aligned and braced with 4
inch channel

Shall have Heavy duty adjustable slipper spring suspension of
50,000 Ib. capacity

Pivot pins shall have rubber bushing

Axles — Shall have Two (2) 22,500 Ib. capacity with oil
lubricated bearings.

MAKE MODEL
Brakes:
1. Type — Shall have Anti-lock air brake system

2

. Brake Chambers — Shall have 30/30 Air and spring on both

Brake Drums — Shall have 12.25 x 7.5 inch air brakes on all
wheels

axles
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. Slack Adjusters - Shall have Automatic
. Anti-Lock Brakes — Shall have 4S/2M Both axles with onboard

. Breakaway — Shall have Integral to air
. Glad hands — Shall be attached to long hoses and stored on

MINIMUM REQUIREMENTS

BIDDER STATE
Yes/No

diagnostic system

dummy connectors

. Shall have Air Tank Drains — Air tank drain cluster left rear of

tongue, using “L” handle ball valve with openings pointed
down

G.  Wheels — Shall have 8 Hole Budd type, single piece rims

MAKE MODEL

H. Tires — Shall be 215/75R17.5, 16 ply

MAKE MODEL

I.  Electric System:

1.

Shall have Pig Tail — Six (6) color-coded conductors of stranded
12 AWG rubber coated with jute separators. Clamp to outside
of frame above chain connector

. Shall have Trailer Plug — Seven-way plug with brass terminals,

ear pulls both sides, body resistant to petro-chemicals, rear
moisture seal, 360 degree cable clamping and spring cable
guard Truck-Lite 97158

. Shall have Wires — 12AWG standard copper, color-coded

modular wiring harness or run in conduit all the way. Color
codes: White - ground, Black - marker, Yellow - left turn, Red -
brakes hot, Green - right turn, Brown - tail clearance, and Blue -
ABS power.

. Connectors — Shall be Sealed Modular Harness with NYK

grease.

J. Lights by Truck-Lite: Shall have

1.
2.

3.

Ul

. Tag —LED 15040 mount on ramp stiff leg plate
. Lights to be protected by recessing into channels
. All rear cross member mounted lights to be a minimum of 75%

Stop/Turn/Tail-LED 44202R, two (2) per cluster at rear
Clearance, Side marker and Identification — LED 30075, two (2)
front, two (2) each side and five (5) rear

Mid-Side Marker/Turn — Amber, Truck-Lite LED 60115Y,
midway each side of unit. Side marker light is not to come on
with brake lights.

visible at an angle of 30 degrees above horizontal
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MINIMUM REQUIREMENTS

BIDDER STATE

Yes/No
7. All wiring to lights on the ramps to be through flexible steel
conduit going through the rear cross member and not under the
cross member
K. Paint:
1. Shall be Prep by sand or aggregate blast or phosphate acid
wash.
2 . Shall be Prime with epoxy primer.
3. Yellow Ditzler Acrylic Enamel or equal. No decals on side
rails to allow for county decals

L. Reflectors: Shall have
1. Retro-reflective sheeting — 2 inch DOT-C2 (warranty seven
years including high-pressure washing). Conspicuity stripping
to be strips 24 inches long (Six (6) Red — Twelve (12) White —
Six (6) Red). Place stripping up against the top leg of the side
channels (lower area for DeKalb signage).

M. Finished Weight — 8,400 Ibs.

N.  Overall Length — Shall be 30 feet

O.  Overall Width — Shall be 96 inches

P.  Bidder fills in below the brand name, model or identification number and year model and

manufacturer of item offered in bid.

(Year, Model and Manufacturer)

II. MANUALS: The successful Bidder is to include the following manuals in binders with the order.
Online manuals and CD’s will be accepted. All literature shall be up to date and specific for the
equipment purchased. Bidder will be responsible for all subscriptions, updates, registrations,
renewals and fees associated with online manuals while DeKalb County maintains ownership of
units.

1. Factory Shop Repair/Technical Manuals, including specific
manuals for each major component. Furnish only two (2)
manuals for each item Number bid (not per unit).

2.  Factory Shop Parts Manual — specific for each component.
Furnish only two (2) manuals for each item number bid (not
per unit).

3. Electrical diagram for the trailer.
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MINIMUM REQUIREMENTS

BIDDER STATE

Yes/No
II.  EQUIPMENT, COMPONENTS AND ACCESSORIES: Equipment offered in this bid item must
provide total standardization and interchangeability between unit bid including components,

accessories, and equipment.

IV.  DELIVER RECEIPT: “A Bill of Lading” or a Dealer’s Receipt” showing delivery date and signed
by shipper and DeKalb County.

V. WARRANTY:
1. Bidder must supply a full warranty for 12 months/unlimited miles.

End of Minimum Specifications.
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Attachment B- Quote Form

ITEM UNIT Of
QUANTITY COMMODITIES OR MEASURE UNIT PRICE TOTAL AMOUNT
NO.
SERVICES
1. 2 20 Ton Tag Trailer, EACH $ $

Abs Air Brakes,
Tandem Axle, Dual
Wheels & Spring
Suspension complete
and ready for
operation per
Minimum
Specifications.

CONTACT INFORMATION:

Vendor Name Phone Number

Contact Person Email Address

Signature:

NOTES TO SUPPLIER:

NOTE 1: Title Application and Manufacturer’s Statement of origin must be made out to: DeKalb County Georgia; 1300
Commerce Drive, Decatur, GA 30030

NOTE 2: Please deliver to B-Shop, 3043 Warren Rd., Decatur, GA 30030 with Purchase Order, Invoice, MV1 and MSO. Contact
John Anderson-at 404-244-4216 concerning delivery date and time.

NOTE 3: DELIVERY: Delivery is required within 150 calendar day(s) after receipt of order. However,
alternate delivery time may be considered provided it is so stated. Do not use-words such as: "Immediate”,

"As soon as Possible,” etc.; state the exact earliest date or the minimum number of calendar days required after
receipt of order. (If calendar days are used then Saturday, Sunday and holidays are included).
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